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WHY LUBCON ?

Quality

Approval

Trials

Reference

Germany Product

Wash ability test
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• Competitive Price
• Good Lubricity
• Higher Stability on Evaporation
• Optimum Consumption
• Optimum Lubrication
• Long Life of the Spare Parts
• Good Wash Ability

Benefit of Using Lubcon Oil
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GOOD KNITTING OIL NEEDS

Cooper & Steel compatibility Viscosity Index

Friction coefficient

Anti wear property

Plastic compatibility
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Good Knitting Oils make a difference

0.7-1 590-840liter / day

USD / year



6 | Page      LUBCON Lubricant Asia

TERROT, GERMANY

Approvals
11/19/2019 S 296-1 - Terrot

https://www.terrot.de/en/products/machine_t\pe/2/single_jerse\/1/s_296_1-1.aspx 1/2

HRPHSaJH PUHVV

\SH

MHUVH\

MHUVH\

V

SSOLFaWLRQ

HRPHSaJH PURGXFWV MaFKLQH W\SH SLQJOH MHUVH\ S 296-1

S 296-1

QXali\ has a name: Terrot!

WLWK LWV OaWHVW JHQHUaWLRQ RI SLQJOH-JHUVH\ FLUFXOaU NQLWWLQJ
PaFKLQH VHULHV THUURW VHWV VWaQGaUGV LQ GHYHORSPHQW,
GHVLJQ aQG aSSOLFaWLRQ. TKH RYHUaOO FRQFHSW RI WKH VHULHV
KaV bHHQ HQKaQFHG ZLWK UHJaUG WR KLJKHU HIILFLHQF\,
SURGXFWLRQ UHOLabLOLW\ aQG IOH[LbLOLW\. TKH QHHGOH aQG VLQNHU
PRYHPHQWV aUH SUHFLVHO\ FRQWUROOHG WKURXJKRXW HYHU\
VWaJH RI WKH VWLWFK-IRUPLQJ SURFHVV. TKH UHVXOW:

JUHaWHU SURFHVV UHOLabLOLW\
a PRUH aWWUaFWLYH VWLWFK IRUPaWLRQ
KLJKHU GHJUHH RI HIILFLHQF\  ± HYHQ aW
H[WUHPHO\ KLJK  RSHUaWLRQ VSHHG

TKH HLJK-SSHHG NLW LQFRUSRUaWHV RQH QHHGOH WUaFN LQ
FRPbLQaWLRQ ZLWK FLUFXPIHUHQFH VSHHG RI 2P/VHF.

Open-Width frame

BHQHILW IURP a KXJH NQRZ-KRZ aQG a ZHOO-HQJLQHHUHG RSHQ-ZLGWK aQG ZLQGLQJ-XS WHFKQLTXH
ZLWK WKH QHZ GHVLJQHG THUURW RSHQ-ZLGWK IUaPH. TRS FOaVV IabULF TXaOLW\ ZLWKRXW aQ\ FHQWUH
FUHaVH RYHU WKH HQWLUH IabULF VXUIaFH WKaQNV WR VRSKLVWLFaWHG PaFKLQH FRPSRQHQWV FRPbLQHG
ZLWK WKH KLJKHVW THUURW TXaOLW\. TKH PaFKLQH W\SH S 296-1 LV aYaLOabOH ZLWK RSHQ-ZLGWK
IUaPH IRU WKH IROORZLQJ diameter 26-36 inches .

Patterns

Area of application

SZLPZHaU
HRPH WH[WLOHV
MHGLFaO WH[WLOHV
AXWRPRWLYH IabULFV
SSRUW- aQG OHLVXUHZHaU
THFKQLFaO WH[WLOHV
UQGHUZHaU

Stitch strXctXre

DoZnload

BURFKXUH "S 296-1" (PDF)

PURGXFW RaQJH (PDF)

EN HRPHSaJH PURGXFWV AbRXW XV FaLUV & NHZV DHSaUWPHQWV WH FaUH CR
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DRXEOH IaFH
CUHSH VWUXFWXUH
HROH SaWWHUQ
MHVK
PLTXp
POaLQ VLQJOH MHUVH\

ASSUoYed needle oilV

KO�EHU SLOYHUWH[ W 22 / W32 / T22 / T32
KO�EHURLO TH[ 1-22 N
TH[WRO C ISO 22
LUBCON TXUPRWH[RLO LP 22 W
BaUGaKO ± PURPa[ Ma[OXE TEX-HE (QRW WHVWHG aQG aSSURYHG IRU VHOHFWLRQ XQLWV PaGH E\
JRKQVRQ MaWWKH\)

ASSURYHG RLOV ZLOO EH FKHFNHG IRU WKHLU VXLWaELOLW\ E\ THUURW aW UHJXOaU LQWHUYaOV. TKH
PaQXIaFWXUHU RI WKH RLO LV UHVSRQVLEOH IRU a FRQVLVWHQWO\ KLJK TXaOLW\ RI WKH RLO. THUURW
aVVXPHV QR OLaELOLW\ IRU GaPaJH FaXVHG E\ SRRU TXaOLW\ RI RLOV.

WHUQHW.GH � 2017 THUURW GPEH HRPHSaJH SLWHPaS CRQWaFW IPSULQW PULYaF\ PROLF\ GHQHUaO THUPV aQG CRQGLWLRQV RI SaOH GHQHUaO THUPV aQG CRQGLWLRQV RI P

https://www.terrot.de/en/prod
ucts/machine_type/2/single_
jersey/1/s_296_1-1.aspx

https://www.terrot.de/en/products/machine_type/2/single_jersey/1/s_296_1-1.aspx
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METAL 
CORROSION TEST

PASSED

Approvals

Important 
properties
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WASH ABILITY 
TEST

Approvals

PASSED
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Approvals

ELASTOMER & POLYMER 
COMPATABILITY TEST

PASSED
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ELECTRONIC TEST
JOHNSON MATTHEY, 

GERMANY

Approvals

PASSED
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Approvals

GOTS 
CERTIFICATE

PASSED
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Lubricants

Circular Knitting

Flat Knitting

Sock Knitting

Turmotexoil LP S series
Turmotexoil LP W series

Turmotexoil LP 14 R 

Turmosynthoil LP 46 - For Stoll
Turmofluid 68 - For Sima Seiki

Turmotexoil LP 46 W

Turmotexoil LP 46 S

Gear Box - Turmogearoil 68 OM 
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Competitors

TRIALS

And many more…..
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§ CHINA – Jaeger 22
§ BANGLADESH – Textol 22

– Miller 22
§ MALAYSIA – Madol 934
§ THAILAND – Veloil 22

– Madol 934
– Klueberoil Tex 1-22 N 
– Spotless NX 22

§ VIETNAM – Knit Oil 22
– Knit Oil 22
– Sunstar 22

§ TAIWAN – United 22
– Spotless CN 22
– Spotless CN 22
– Spotless CN 22
– Spotless NX 22
– Spotless NX 22
– Spotless NX 22

§ INDIA – Klueberoil Tex 1-22 N 
– Max 22
– Madol 934
– Madol 934
– Ultraknit BW 22
– Klueberoil Tex 1-22 N 
– Spotless CN 22
– Spotless CN 22

TRIALS against other Brand / Other Countries 
§ SRI LANKA – Madol 934
§ PAKISTAN – Textol WX 22 P

– Textol SE 22 Plus P
– Jeddah Oil 22

§ ROMANIA – Silvertex W 22
§ INDONESIA – Snoil Knit 22 

– Syntheso M 22
– Metorel 22

§ PHILIPPINES – Unit 22

SOCK KNITTING
§ Thailand – Madol 183

– Madol 183
§ Philippines – Trax 16 C

CLEANING
§ CIRCULAR – Terrot

– Mayer & Cie
– Fukuhara
– Taiwan Machine

§ FLAT BED – Stoll
– Shima Saiki
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• Power Consumption
• Cam & Cylinder Temperature
• Wash Ability
• Consumption

Monitoring during Trial
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CHINA Trial

Saving: 19.40 %

Jaeger 22
4.3 amp

TURMOTEXOIL LP 22 W
3.6 amp

Ampere

Saving: 12.30 %

Jaeger 22
47.85 deg C

TURMOTEXOIL LP 22 W
42.60 deg C

Temperature

Well Dyeing
Fukuhara - 30” dia x 24 gauge 

Single Jersey
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Before – Jaeger 22 After – Turmotexoil LP 22 W

CHINA Actual Trial

Residue, Gum and Friction Shiny and Clean

Well Dyeing Factory Ltd.
Fukuhara 30” dia 24 gauge

Single Jersey 

After more 
than 3 years 

using LUBCON
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Before – Jaeger 22 After – Turmotexoil LP 22 W

CHINA Actual Trial

Residue & Gum Shiny and Clean

Well Dyeing Factory Ltd.
Fukuhara 30” dia 24 gauge

Single Jersey 

After more 
than 3 years 

using LUBCON
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Before – Jaeger 22 After – Turmotexoil LP 22 W

CHINA Actual Trial

Residue & Gum Shiny and Clean

Well Dyeing Factory Ltd.
Fukuhara 30” dia 24 gauge

Single Jersey 

After more 
than 3 years 

using LUBCON
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CHINA Actual Test 

JAEGER # 22 TURMOTEXOIL LP 22 W

Wash Ability
ACTUAL TEST

The fabric already dyed, They put oil and send for washing only 
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CHINA Actual Test

AfterBefore
Wash Ability

ACTUAL TEST

Video Video 
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CHINA Actual Test

AfterBefore
Wash Ability

ACTUAL TEST

Video Video 
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BANGLADESH Trial

Saving: 13.59 %

Devinol – Textol 22
6.10 amp

TURMOTEXOIL LP 22 W
5.37 amp

Ampere

Saving: 10.02 %

Devinol – Textol 22
59.3 deg C

TURMOTEXOIL LP 22 W
53.9 deg C

Temperature

MM Knitware Ltd.
Fukuhara - 34” dia x 24 gauge 

Single Jersey
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BANGLADESH Actual Test
Wash Ability

LABORATORY TEST

Cotton / Single Jersey 

Cotton + Spandex / 
Lycra Single Jersey 
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THAILAND Trial

Saving: 16.28 %

Klueber – Kluberoil TEX 
1-22 N

3.33 amp

TURMOTEXOIL LP 22 W
2.87 amp

Ampere

Saving: 14.33 %

Klueber – Kluberoil TEX 
1-22 N

53.45 deg C

TURMOTEXOIL LP 22 W
46.75 deg C

Temperature

Tong Siang Co. Ltd.
Terrot - 34” dia x 28 gauge 

Polyester with Lycra
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THAILAND Actual Test Wash Ability
LABORATORY TEST

LUBCON KLUEBEROIL TEX1-22 N

Collect from Drum

Collect from 
Machine Oil Tank
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Procedure of Test

THAILAND Actual Test - After Gemma Knits Co. Ltd.
Pailung - ---” dia --- gauge

Polyester with Lycra

Drip Lubcon oil and Vickers  oil to the fabric Heat Setting to Stenter Machine ( 195 deg. C x 65 seconds ) 
then send for Dyeing

Video Video 
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Procedure of Test

THAILAND Trial Washing Gemma Knits Co. Ltd.
Pailung - ---” dia --- gauge

Polyester with Lycra

Hot Wash Dyeing for 3 hours

Video Video 
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LUBCON TURMOTEXOIL LP 22 W VICKERS NX 22

THAILAND Actual Test - Before

OIL
OIL

Gemma Knits Co. Ltd.
Pailung - ---” dia --- gauge

Polyester with Lycra
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LUBCON TURMOTEXOIL LP 22 W VICKERS NX 22

THAILAND Actual Test - After

NO MORE 
OIL STILL 

HAS OIL

Gemma Knits Co. Ltd.
Pailung - ---” dia --- gauge

Polyester with Lycra
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VIETNAM Trial

Saving: 23.08 %

Sunstar 22
3.04 amp

TURMOTEXOIL LP 22 W
2.47 amp

Ampere

Saving: 13.60 %

Sunstar 22
58.9 deg C

TURMOTEXOIL LP 22 W
51.85 deg C

Temperature

Hieo Hao Textile Co.
One Giant - 34” dia x 28 gauge 

Polyester
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VIETNAM Actual Test 
Wash Ability

ACTUAL TEST
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TAIWAN Trial

Saving: 14.62 %

Vickers – Spotless CN 
22

4.47 amp

TURMOTEXOIL LP 22 W
3.90 amp

Ampere

Saving: 10.92 %

Vickers – Spotless CN 
22

41.65 deg C

TURMOTEXOIL LP 22 W
37.55 deg C

Temperature

Yu Gel Knitting Co. Ltd.
Smart - 34” dia x 32 gauge 

Polyester Interlock
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TAIWAN Actual Test

AfterBefore
Wash Ability

ACTUAL TEST
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INDIA Trial

Saving: 19.46 %

Vickers – Spotless CN 
22

5.77 amp

TURMOTEXOIL LP 22 W
4.83 amp

Ampere

Saving: 31.35 %

Vickers – Spotless CN 
22

59.83 deg C

TURMOTEXOIL LP 22 W
45.55 deg C

Temperature

Janani Tex
Lisky - 28” dia x 24 gauge 

Single Jersey
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INDIA Actual Test
Wash Ability

ACTUAL TEST
Soaked in water with normal temperature AfterBefore
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INDIA Actual Test

Washing Procedure

Wash Ability
ACTUAL TEST

Video 
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INDIA Actual Test

AfterBefore
Wash Ability

ACTUAL TEST

Video Video 
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SRI LANKA Trial

Saving: 17.38 %

Klueber – Madol 934
4.93 amp

TURMOTEXOIL LP 22 W
4.20 amp

Ampere

Saving: 20.66 %

Klueber – Madol 934
54.60 deg C

TURMOTEXOIL LP 22 W
45.25 deg C

Temperature

South Asia Textile Industrial Lanka Pvt. Ltd.
United - 30” dia x 26 gauge 

Single Jersey
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Before After

SRI LANKA Actual Test
Wash Ability

ACTUAL TEST
Cotton / Single Jersey 

Cotton + Spandex / 
Lycra Single Jersey 

Video 

Video 
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PAKISTAN Trial

Saving: 14.48 %

Divinol – Textol WX 22 
P

3.40 amp

TURMOTEXOIL LP 22 W
2.97 amp

Ampere

Saving: 10.60 %

Divinol – Textol WX 22 
P

56.85 deg C

TURMOTEXOIL LP 22 W
51.40 deg C

Temperature

Proline Pvt. Ltd.
Pailung - 18” dia x 21 gauge 

Single Tack Back Pique
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ROMANIA Trial

Saving: 13.03 %

Klueber – Silvertex W 
22

3.73 amp

TURMOTEXOIL LP 22 W
3.30 amp

Ampere

Saving: 14.62 %

Klueber – Silvertex W 
22

51.75 deg C

TURMOTEXOIL LP 22 W
45.15 deg C

Temperature

Bekaert Deslee Co.
Mayer & Cie - 36” dia x 20 gauge 

Double Jacquard
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INDONESIA Trial

Saving: 22.33 %

Klueber – Syntheso M 
22

7.67 amp

TURMOTEXOIL LP 22 W
6.27 amp

Ampere

Saving: 7.71 %

Klueber – Syntheso M 
22

48.50 deg C

TURMOTEXOIL LP 22 W
45.03 deg C

Temperature

Central Geonggete Textile
Top Knit - 36” dia x 28 gauge 

Polyester Silk
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PHILIPPINES Trial

Saving: 20.49 %

Unite 22
8.93 amp

TURMOTEXOIL LP 22 W
7.10 amp

Ampere

Saving: 6.24 %

Unite 22
52.10 deg C

TURMOTEXOIL LP 22 W
48.45 deg C

Temperature

Infinizy Textile Corporation
Ta Shiang - 34” dia x 24 gauge 

Polyester & Cotton
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PHILIPPINES Trial / Sock Knitting

Saving: 44.44 %

Fuchs – Trax 16 C
1.3 amp

TURMOTEXOIL LP 46 W
0.9 amp

Ampere

Saving: 11.19 %

Fuchs – Trax 16 C
47.20 deg C

TURMOTEXOIL LP 46 W
42.45 deg C

Temperature

Burlington Philippines Co.
Lonati – 3 3/4” dia x ----- gauge 

Sock Polyester & Cotton
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PHILIPPINES Actual Test / Sock Knitting
Wash Ability

ACTUAL TEST AfterBefore
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Recommended Cleaning 
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Cleaning Procedure – TT LP 14 R - CLEANER
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Consumption of LP 14 R cleaner are depend on how clean is their machine  

Cleaning Procedure – TT LP 14 R - CLEANER
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THAILAND TAIWAN

Cleaning Procedure – TT LP 14 R - CLEANER 

Spray LP 14 R continuously in all angle of the cylinder and cams for 30 minutes while machine is running  

Video Video 
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THAILAND TAIWAN

Cleaning Procedure – TT LP 14 R - CLEANER

Put Curtain on the Machine and Spray air in all angle of the cylinder while machine is running to remove 
excessive dirt  

Video Video 
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• Wipe whole Machine with 
rugs/cloth

• Return adjusted oil setting into 
normal

• Run Machine for production 

Cleaning Procedure – TT LP 14 R - CLEANER 
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Wash Ability Test Report
TURMOTEXOIL LP 14 R - CLEANER

After Running in Machine After Wash
Normal Water / Cold Wash 30 0C

After Wash with 
Normal Water 30 0C / Normal Soap

Actual Test VIETNAM
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Questions & Discussions
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www.lubcon.com

Thank you for your interest 
in LUBCON lubricants

Marcial Santos m.santos@lubconasia.com +63 998 962 9832

http://lubconasia.com

